Summary of Stormwater Treatment Area (STA) hydrology and total phosphorus (TP)
performance for Water Year 2004 — PRELIMINARY DATA SUBJECT TO REVISION.

STA-1W | STA-2 STA-5 STA-6 STA-3/4 All STAs
Total Inflow volume 755,382
(acre feet)
292,690 | 256,938 153,080 | 52,674 TBD
Hydraulic Loading 35
Rate (cm/d) 3.7 3.3 3.1 5.1 TBD
Flow-weighted mean 136
Inflow TP (ppb) 141 77 255 53 TBD
TP Loading Rate 2.1
(g/m?iyr) 1.9 0.9 2.9 1.0 TBD
Total Inflow TP load 126.5
(metric tonnes) 50.7 24.3 48.1 3.4 TBD
Total Outflow 734,388
volume (acrefeet) | yq7 603 | 284,780 | 136,466 | 35,549 TBD
Flow weighted mean 42
Outflow TP (ppb) 47 14 97 12 TBD
Total Outflow TP
load (metric tons) 17.1 5.0 16.4 0.5 TBD 39.0
Hydraulic Residence TBD
Time (d) 16 14 19 11 TBD
TP Retained (metric 87.5
tonnes) 33.7 19.3 31.7 2.9 TBD
TP Removal Rate 1.2
(g/m2/yr) 1.25 0.74 1.9 0.8 TBD
Load reduction (%) | 66% 79% 66% 85% TBD 69%
TP retained to date | 240 51.4 110 25.0 TBD 427
(metric tonnes)
TP outflow to date 38 16 105 19 TBD 41

(ppb)




